Motorsport Ring Sets

Finish
Bore

Description

Set

Part Number

1.0mm, 1.0mm, 2.0mm Standard Tension +.005 File Fit Rings

3.552"
3.572"
3.582"
3.622"
3.630"
3.640"
3.662"
3.701"
3.766"
3.776"
3.780"
3.786"
3.790"
3.796"
3.800"
3.810"
3.820"
3.830"
3.898"
3.905"
3.917"
3.917"
3.927"
3.927"
3.937"
3.937"
3.947"
4.000"
4.005"
4.010"
4.020"
4.025"
4.030"
4.035"
4.040"
4.045"
4.050"
4.055"
4.060"
4.065"
4.070"
4.075"
4.080"
4.090"
4.100"
4.120"
4.125"
4.130"
4.135"
4.140"
4.145"
4.150"
4.155"
4.160"
4.165"
4.170"
4.175"
4.180"
4.185"
4.220"
4.225"
4.245"
4.250"
4.255"
4.260"
4.265"
4.270"
4.280"

To order a ring set for one cylinder
add a -1 after the part number.

1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit

1.0, 1.0, 2.0mm 4cyl File Fit

1.0, 1.0, 2.0mm File Fit

1.0, 1.0, 2.0mm 4cyl File Fit

1.0, 1.0, 2.0mm File Fit

1.0, 1.0, 2.0mm 4cyl File Fit

1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit
1.0, 1.0, 2.0mm File Fit

See example below:
4030MS-112-1 Quantity 1

3557MS-112
3577TMS-112
3587MS-112
3627MS-112
3635MS-112
3645MS-112
3667MS-112
3706MS-112
3771MS-112
3781MS-112
3785MS-112
3791MS-112
3795MS-112
3801MS-112
3805MS-112
3815MS-112
3825MS-112
3835MS-112
3903MS-112
3910MS-112
3922MS-112

3922MS-112-4

3932MS-112

3932MS-112-4

3942MS-112

3942MS-112-4

3952MS-112
4005MS-112
4010MS-112
4015MS-112
4025MS-112
4030MS-112
4035MS-112
4040MS-112
4045MS-112
4050MS-112
4055MS-112
4060MS-112
4065MS-112
4070MS-112
4075MS-112
4080MS-112
4085MS-112
4095MS-112
4105MS-112
4125MS-112
4130MS-112
4135MS-112
4140MS-112
4145MS-112
4150MS-112
4155MS-112
4160MS-112
4165MS-112
4170MS-112
4175MS-112
4180MS-112
4185MS-112
4190MS-112
4225MS-112
4230MS-112
4250MS-112
4255MS-112
4260MS-112
4265MS-112
4270MS-112
4275MS-112
4285MS-112

Finish
Bore

Description

Set
Part Number

1.0mm, 1.0mm, 2.0mm Standard Tension Drop In Rings

4.000"
4.030"
4.040"
4.055"
4.075"
4.095"
4.125"
4.155"

1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In
1.0, 1.0, 2.0mm Drop-In

4000MS-112D
4030MS-112D
4040MS-112D
4055MS-112D
4075MS-112D
4095MS-112D
4125MS-112D
4155MS-112D

1.5mm, 1.5mm, 3.0mm Standard Tension +.005" File Fit Rings

3.551"
3.571"
3.581"
3.766"
3.796"
3.810"
3.820"
3.830"
3.898"
3.905"
4.000"
4.005"
4.010"
4.020"
4.030"
4.040"
4.060"
4.065"
4.070"
4.080"
4.090"
4.125"
4.130"
4.135"
4.140"
4.145"
4.150"
4.155"
4.160"
4.165"
4.250"
4.280"
4.310"
4.320"
4.350"
4.375"
4.390"
4.440"
4.500"
4.530"
4.560"
4.600"

1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm 4cyl File Fit
1.5, 1.5, 3.0mm 4cyl File Fit
1.5, 1.5, 3.0mm 4cyl File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit
1.5, 1.5, 3.0mm File Fit

3556MS-15
3576MS-15
3586MS-15
3771MS-15
3801MS-15
3815MS-15
3825MS-15
3835MS-15
3903MS-15
3910MS-15
4005MS-15
4010MS-15
4015MS-15
4025MS-15
4035MS-15
4045MS-15
4065MS-15
4070MS-15
4075MS-15
4085MS-15
4095MS-15
4130MS-15
4135MS-15
4140MS-15
4145MS-15
4150MS-15
4155MS-15
4160MS-15
4165MS-15
4170MS-15
4255MS-15
4285MS-15
4315MS-15
4325MS-15
4355MS-15
4380MS-15
4395MS-15
4445MS-15
4505MS-15
4535MS-15
4565MS-15
4605MS-15

1.5mm, 1.5mm, 3.0mm Standard Tension Drop In Rings

3.551"
3.937"
3.947"
4.000"
4.030"
4.040"
4.055"
4.125"
4.155"
4.600"

Have more questions about this product?

Contact MAHLE Motorsport at 888-255-1942

1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In
1.5, 1.5, 3.0 mm Drop In

3551MS-15

3937MS-15

3947MS-15
4000MS-15D
4030MS-15D
4040MS-15D
4055MS-15D
4125MS-15D
4155MS-15D
4600MS-15D
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Motorsport Ring Sets

Finish Set Finish Set
Bore Description Part Number Bore Description Part Number
.043", .043", 3.0mm Low Tension +.005" File Fit Rings 1/16, 1/16, 3/16" Standard Tension +.005" File Fit Rings
3.776" 043", .043", 3.0mm File Fit 3781MS-043 4.020" 1/16, 1/16, 3/16" File Fit 4025MS
3.786" 043", .043", 3.0mm File Fit 3791MS-043 4.030" 1/16, 1/16, 3/16" File Fit 4035MS
4.010" .043", .043", 3.0mm File Fit 4015ML-043 4.040" 1/16, 1/16, 3/16" File Fit 4045MS
4.020" .043", .043", 3.0mm File Fit 4025ML-043 4.060" 1/16, 1/16, 3/16" File Fit 4065MS
4.025" .043", .043", 3.0mm File Fit 4030ML-043 4.070" 1/16, 1/16, 3/16" File Fit 4075MS
4.030" 043", .043", 3.0mm File Fit 4035ML-043 4.125" 1/16, 1/16, 3/16" File Fit 4130MS
4.035" .043", .043", 3.0mm File Fit 4040ML-043 4.130" 1/16, 1/16, 3/16" File Fit 4135MS
4.040" .043", .043", 3.0mm File Fit 4045ML-043 4.145" 1/16, 1/16, 3/16" File Fit 4150MS
4.045" .043", .043", 3.0mm File Fit 4050ML-043 4.155" 1/16, 1/16, 3/16" File Fit 4160MS
4.050" .043", .043", 3.0mm File Fit 4055ML-043 4.165" 1/16, 1/16, 3/16" File Fit 4170MS
4.060" 043", .043", 3.0mm File Fit 4065ML-043 4.185" 1/16, 1/16, 3/16" File Fit 4190MS
4.065" 043", .043", 3.0mm File Fit 4070ML-043 4.250" 1/16, 1/16, 3/16" File Fit 4255MS
4.070" .043", .043", 3.0mm File Fit 4075ML-043 4.280" 1/16, 1/16, 3/16" File Fit 4285MS
4.080" .043", .043", 3.0mm File Fit 4085ML-043 4.310" 1/16, 1/16, 3/16" File Fit 4315MS
4.125" .043", .043", 3.0mm File Fit 4130ML-043 4.320" 1/16, 1/16, 3/16" File Fit 4325MS
4.130" 043", .043", 3.0mm File Fit 4135ML-043 4.350" 1/16, 1/16, 3/16" File Fit 4355MS
4.140" 043", .043", 3.0mm File Fit 4145ML-043 4.375" 1/16, 1/16, 3/16" File Fit 4380MS
4.150" .043", .043", 3.0mm File Fit 4155ML-043 4.440" 1/16, 1/16, 3/16" File Fit 4445MS
4.155" .043", .043", 3.0mm File Fit 4160ML-043 4.470" 1/16, 1/16, 3/16" File Fit 4475MS
4.165" .043", .043", 3.0mm File Fit 4170ML-043 4.500" 1/16, 1/16, 3/16" File Fit 4505MS
4.185" 043", .043", 3.0mm File Fit 4190ML-043 4.530" 1/16, 1/16, 3/16" File Fit 4535MS
4.560" 1/16, 1/16, 3/16" File Fit 4565MS
.043", .043", 3.0mm Steel Low Tension +.005" File Fit Rings 4.600" 1/16, 1/16, 3/16" File Fit 4605MS
4.600" .043", .043", 3.0mm File Fit 4605SL-043 4.630" 1/16, 1/16, 3/16" File Fit 4635MS
4.605" .043", .043", 3.0mm File Fit 4610SL-043
4.610" 043", .043", 3.0mm File Fit 4615SL-043 1/16, 1/16, 3/16" Standard Tension Drop In Rings
4.625" .043", .043", 3.0mm File Fit 4630SL-043 4.000" 1/16, 1/16, 3/16" Drop In 4000MS
4.030" 1/16", 1/16", 3/16" Drop In 4030MS
.043", .043", 3.0mm Steel Standard Tension +.005" File Fit Rings 4.040" 1/16", 1/16", 3/16" Drop In 4040MS
4.600" 043", .043", 3.0mm File Fit 46055S-043 4.060" 1/16", 1/16", 3/16" Drop In 4060MS
4.605" 043", .043", 3.0mm File Fit 4610SS-043 4.080" 1/16", 1/16", 3/16" Drop In 4080MS
4.610" .043", .043", 3.0mm File Fit 46155S-043 4.125" 1/16", 1/16", 3/16" Drop In 4125MS
4.615" .043", .043", 3.0mm File Fit 4620S5S-043 4.145" 1/16", 1/16", 3/16" Drop In 4145MS
4.620" .043", .043", 3.0mm File Fit 46255S-043 4.155" 1/16", 1/16", 3/16" Drop In 4155MS
4.625" 043", .043", 3.0mm File Fit 46305S-043 4.165" 1/16", 1/16", 3/16" Drop In 4165MS
4.630" .043", .043", 3.0mm File Fit 46355S-043 4.185" 1/16", 1/16", 3/16" Drop In 4185MS
4.250" 1/16", 1/16", 3/16" Drop In 4250MS
043", 1.5mm, 3.0mm Standard Tension +.005" File Fit Rings 4.280" 1/16", 1/16", 3/16" Drop In 4280MS
4.125" 0.043", 1.5mm, 3.0mm File Fit 4130MS-1115 4.310" 1/16", 1/16", 3/16" Drop In 4310MS
4.130" 0.043", 1.5mm, 3.0mm File Fit 4135MS-1115 4.330" 1/16", 1/16", 3/16" Drop In 4330MS
4.135" 0.043", 1.5mm, 3.0mm File Fit 4140MS-1115 4.390" 1/16", 1/16", 3/16" Drop In 4390MS
4.140" 0.043", 1.5mm, 3.0mm File Fit 4145MS-1115 4.500" 1/16", 1/16", 3/16" Drop In 4500MS
4.160" 0.043", 1.5mm, 3.0mm File Fit 4165MS-1115 4.600" 1/16", 1/16", 3/16" Drop In 4600MS
4.165" 0.043", 1.5mm, 3.0mm File Fit 4170MS-1115 4.630" 1/16", 1/16", 3/16" Drop In 4630MS
4.185" 0.043", 1.5mm, 3.0mm File Fit 4190MS-1115
4.250" 0.043", 1.5mm, 3.0mm File Fit 4255MS-1115 1/16, 1/16, 3/16" Low Tension +.005" File Fit Rings
4.030" 1/16, 1/16, 3/16" File Fit 4035ML
1.5mm Gas Nitrided Steel (GNS) Severe Duty Top Ring Sets (8cyl) 4.040" 1/16, 1/16, 3/16" File Fit 4045ML
4.280" 1.5mm GNS Top Ring File Fit 4280GNS-15T 4.045" 1/16, 1/16, 3/16" File Fit 4050ML
4.310" 1.5mm GNS Top Ring File Fit 4310GNS-15T 4.060" 1/16, 1/16, 3/16" File Fit 4065ML
4.320" 1.5mm GNS Top Ring File Fit 4320GNS-15T 4.125" 1/16, 1/16, 3/16" File Fit 4130ML
4.350" 1.5mm GNS Top Ring File Fit 4350GNS-15T 4.135" 1/16, 1/16, 3/16" File Fit 4140ML
4.375" 1.5mm GNS Top Ring File Fit 4375GNS-15T 4.145" 1/16, 1/16, 3/16" File Fit 4150ML
4.390" 1.5mm GNS Top Ring File Fit 4390GNS-15T 4.155" 1/16, 1/16, 3/16" File Fit 4160ML
4.440" 1.5mm GNS Top Ring File Fit 4440GNS-15T 4.165" 1/16, 1/16, 3/16" File Fit 4170ML
4.500" 1.5mm GNS Top Ring File Fit 4500GNS-15T 4.310" 1/16, 1/16, 3/16" File Fit 4315ML
4.530" 1.5mm GNS Top Ring File Fit 4530GNS-15T 4.350" 1/16, 1/16, 3/16" File Fit 4355ML
4.560" 1.5mm GNS Top Ring File Fit 4560GNS-15T 4.375" 1/16, 1/16, 3/16" File Fit 4380ML
4.600" 1.5mm GNS Top Ring File Fit 4600GNS-15T 4.390" 1/16, 1/16, 3/16" File Fit 4395ML
4.500" 1/16, 1/16, 3/16" File Fit 4505ML
Specialty Rings 4.530" 1/16, 1/16, 3/16" File Fit 4535ML
3.662 1.2, 1.2, 2.0mm Drop In | 3662MS-122 4.560" 1/16, 1/16, 3/16" File Fit 4565ML
4.600" 1/16, 1/16, 3/16" File Fit 4605ML

To order a ring set for one cylinder
add a -1 after the part number.
See example below:

4030MS-112-1 Quantity 1

Have more questions about this product?

Contact MAHLE Motorsport at 888-255-1942
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