
Cubic	 Bore	 Stroke	 Rod	 Comp	 Pin	 Crown	 Wght	 Compression	 Alloy	 Clearance Guide		
Inches				   Height	 Diam.	 Vol	 G	 Ratio		  Meas.	 Min	 Max	 Part No.

FORD 5.0L MODULAR 4-VALVE COYOTE / VOODOO (Combined Dome/Pocket Geometry)	
1.0, 1.0, 2.0mm File Fit Performance Ring Set Included 				    57cc	
302	 3.630	 3.650	 5.933	 1.167	 0.866	 3.0cc	 389		  11.2		  M142P	 0.250	 0.0006	 0.0014	 930258030*
304	 3.640						      392		  11.2						      930258040*
302	 3.630					     -4.5cc	 383		  10.1		  M142P	 0.250	 0.0006	 0.0014	 930134030*
304	 3.640						      386		  10.1						      930134040*
314	 3.701					     -1cc	 370		  11.0		  2618	 0.250	 0.0025	 0.0033	 930258601*
*Hard Anodized Top Ring Groove for Extreme Duty Applications	

Meas. = The location to measure piston-to-wall clearance, referenced from the bottom of the piston skirt.
“Min” and “Max” is the suggested range of clearance over the coating for each application.
Compression Ratio - calculated at zero deck and 0.040” gasket unless otherwise noted.


